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Pristine Technologies and Industries (Unit of Balasaria Agencies Pvt. Ltd) - is an ISO 9001:2015 certified 

company engaged in manufacturing of rubberised cork sheets & components, rubber gaskets 

insulating press board & paper components, mainly being used as gasketing and insulation material 

for electrical transformers and other oil filled equipments and machineries. The company is supplying 

its products to various central government of India organizations, state electricity distribution and 

transmission companies, major power transformer manufacturers and distribution transformer 

manufacturers in all states of India. The company also exports its products to SAARC and Middle East 

countries. 

Company's infrastructure includes a 25000 sq ft state of art manufacturing facility and a fully equipped 

research and development centre for testing and development of new products as per customer 

requirements.

The company has nationwide distribution network with factory in Jaipur and head office in Kolkata. 

The company plans to expand further into the global markets and tap into its full potential by growing 

1. We provide 100% customized solutions for our customers in terms of size of products, quality and 

finish. This is enables our customers to focus on their core strength & thereby reducing wastage 

and costing of materials.

2. We have developed rubberized cork products which have very high oil resistance and can also 

sustain extreme temperature ranging from -40 deg C to + 120 deg C in field conditions. 

3. We have a very extensive quality control system where each and every lot of product is tested from 

raw material stage to the finished goods stage, including stage checks. This ensures consistent 

product quality for years together. 

4. Complete traceability of products is documented and maintained for support to customers and 

further quality development.  

5. Vincork® range of rubberised cork products delivers improved field performance & high service life 

as they are highly resistance to effect of ultra violet light and atmospheric ozone.
 A

B
O

U
T
 U

S

Our key accreditations and certifications: 

Overview

Our Strengths



VinCork® Rubberised Cork Washers are made from die punching the VinCork® rubberized cork 

sheets into various forms and sizes as per customer design. Our rubberized cork washers are available in 
pre-packed kit forms thereby benefitting the customers on time savings, avoiding material wastage and 
unnecessary labor. 

VinCork® Rubberised Cork Strips are majorly used in flanges of power and distribution 

transformer tanks. Its usage reduces wastage and cuts costs compared to sheets. They come in 
continuous rolls of 20 meters and in varying widths and thickness as per customer requirements.

Pristine Technologies and Industries (Unit of Balasaria Agencies Pvt. Ltd.) manufactures its products under the registered brand name of 
VinCork ®. VinCork® products find application across various industries, namely, electrical power and distribution transformers, 
automobile manufacturing, ship building, railways and others where flat flange gasketing is required. 

VinCork® Rubberised Cork Sheets is one of the core products of the company which is made by combining the resilience of virgin 

rubber with spring back action of cork granules. Low side flow on compression, excellent recovery and high resistance to various liquids 
and gases is what makes it THE PERFECT product for flat flange gasketing. 

Some of the key features of our rubberized cork sheets are :

• Available in standard sheet size of 1000 mm x 1000 mm and 900mm x 600 mm.
• Thickness available in any value from 1.00 mm to 25.00 mm.
• Grain size of Cork : 0.5/1.0 mm and 1.00/2.00 mm.   
• Various grades available as per different applications. Some of the standard grades based on IS 

4253   Part2:2008  are VinCork C01, VinCork C02, VinCork B01 and VinCork A01.  

VinCork® Rubberised Cork Frames are pre-fabricated gaskets for different applications in 

electrical transformers and automotive industry. They are available in both joint and non-joint types. 
Generally popular shapes include rectangular, elliptical, circular and likewise. They come in tailor made 
sizes as per customer drawings and specifications.

RUBBERISED CORK PRODUCTS



Rubber Cords are manufactured by the process of extrusion. It finds applications in electrical 

transformer industries, panels, switchgears & various other applications, where oil, fuel or water is 
involved. This can also be manufactured using various polymers like Nitrile (NBR), Styrene-Butadiene 
rubber (SBR), Natural Rubber, Neoprene, EPDM, Silicone rubber and Viton rubber etc, as per customer 
and application requirements.

Rubber Sheets are manufactured by the process of calendering & compression moulding. We use this

product as a base for manufacturing  customised flat gaskets, as per customer design & requirments.
Its also finds a huge application as flooring under-lays & over-lays across various industries. The polymer 
for these rubber sheets are appropriately chosen as per customer’s applications.  

Rubber Gaskets are manufactured by moulding of rubber compound or cutting of sheets into 

various shapes and sizes. It is available in various polymers like Nitrile (NBR), Styrene-Butadiene 
rubber (SBR), Natural Rubber, Neoprene, EPDM, Silicone rubber and Viton rubber etc, as per 
customer and application requirements. This product range finds application across automotive 
industry, public works department, irrigation systems, capital goods industry and many similar 
sectors. 

� IRHD tester

� Digital Tensile testing machine

� Digital Elongation tester

� Compressibility and recovery test machine

� Compression set test apparatus

� Digital Hot air over upto 250 deg C

� Digital Muffle furnace upto 1200 Deg C

� Flexing test equipment

� Specific gravity and thickness test setup

� Desiccators and other chemical testing equipments.

�  Rheometer (MDR) 

We have fostered tie ups with various research centers across India

and educational institutes for conducting specific development 

activities as required from time to time.       

We have a large range of material testing equipments in our R&D centre, 
an indicative list is as follows:

Application of Vincork® Rubberised Cork Components 
in Electrical Transformer

RUBBER GASKETS

Our Testing Facilities:



These components are insulation used in oil filled power & distribution transformers. They come in various forms like spacers, strips, 
ducts, rings, phase barriers, yoke barriers, common blocks etc. and adhere to IEC and IS specifications. 

Our Standard Offerings :

 

  

T –STRIPS TRAPEZOIDAL STRIPS RECTANGULAR STRIPS TAPERED STRIPS EDGE ROUNDED STRIPS CNC CUT PRESSBOARD COMPNENTS

INSULATING PRESS BOARD COMPONENTS

 
    TAPERED STRIPS

 

PARAMETERS

 

DIMENSIONS

 

TOLERANCES

 

THICKNESS

  

1/1.5/2/3 mm 

 

+/-

 

5%

 
LENGTH

 

L=upto 1000mm

 

-10mm to +50mm

 
WIDTH B= Min 1mm 

A= Min 7mm 
+/- 0.25mm

 
  

 
  

EDGE ROUNDED STRIPS / OIL DUCTS / PLAIN STRIPS

 
PARAMETERS

 

DIMENSIONS

 

TOLERANCES

 
THICKNESS

 

1.5mm to 9mm

 

+/-

 

5%

 
LENGTH

 

L=upto 2100mm

 

-10mm to

 

+50 mm

 
WIDTH 12mm to 60mm +/- 0.25mm

0.25mm+/-

  

T –STRIPS

 

PARAMETERS

 

DIMENSIONS

 

TOLERANCES

 

THICKNESS

 

S1= 1/1.5/2/3mm

 

S2= 1/1.5/2/3mm 

 

+/-

 

5%

 

LENGTH L= upto 2000mm -10mm to +50mm

WIDTH B= As required
K= As required

 

   

  
 

 DOVETAIL STRIPS / TRAPEZOIDAL STRIPS

 

PARAMETERS

 

DIMENSIONS

 

TOLERANCES

 

THICKNESS

 

S= 5/6/8mm

 

+/-

 

5%

 

LENGTH

 

L= upto 2100mm

 

-10mm to +50mm

 

ANGLE

 

60°

 

+/-

 

1.5°

 

WIDTH B= As required
K= As required

+/-

 

0.25mm

 

CNC CUT PRESSBOARD COMPONENTS

   

Our Customised Offerings :



 
T SPACERS (SINGLE GROVE)  

PARAMETERS DIMENSIONS TOLERANCES 

THICKNESS 1mm to 60mm +/- 5% 

LENGTH L=30mm to 100mm 
C=3mm, D=3.2mm 

+/- 0.5mm 

WIDTH W=30mm to 65mm 
A=12mm, B=20mm 

+/- 0.2mm 

T SPACERS (DOUBLE GROVE)  

PARAMETERS DIMENSIONS TOLERANCES 

 

THICKNESS 1mm to 60mm +/- 5% 

LENGTH L=30mm to 100mm 
C=3mm, D=3.2mm 

+/- 0.5mm 

WIDTH W=30mm to 65mm 
A=12mm, B=20mm 

+/- 0.2mm 

DOVETAIL SPACERS (SINGLE GROVE)  

PARAMETERS DIMENSIONS TOLERANCES 

 

THICKNESS 1mm to 60mm +/- 5% 

LENGTH L=30mm to 100mm 
C=3mm, D=3.2mm 

+/- 0.5mm 

WIDTH W=30mm to 60mm 
A=15mm, B=19mm 

+/- 0.2mm 

INSIDE ANGLE 60° +/- 1.5° 

DOVETAIL SPACERS (DOUBLE GROVE)  

PARAMETERS DIMENSIONS TOLERANCES 

 

THICKNESS 1mm to 60mm +/- 5% 

LENGTH L=30mm to 100mm 
C=3mm, D=3.2mm 

+/- 0.5mm 

WIDTH W=30mm to 60mm 
A=15mm, B=19mm 

+/- 0.2mm 

INSIDE ANGLE 60° +/- 1.5° 

RINGS/WASHERS  

PARAMETERS DIMENSIONS TOLERANCES 

 

THICKNESS 1mm to 20mm +/- 5% 

ID Min=70mm 
Max=840mm 

+/- 1mm 

OD Min=100mm 
Max=840mm  

+/- 1mm 

 

T SPACERS
(SINGLE GROVE)

T SPACERS
(DOUBLE GROVE)

DOVETAIL SPACERS
(SINGLE GROVE)

DOVETAIL SPACERS 
(DOUBLE GROVE)

RINGS/WASHERS

Any other component or size can also be made as per customer requirement.



Insulating Paper products: Electrical grade insulating papers are used in various parts of electrical power & distribution transformers. 
They are used for conductor covering, inter layer application, lead out covering etc.

1. Insulating Crepe Paper : Our insulating crepe paper has one of the highest break down voltage (BDV) and lowest conductivity, making 
it most suitable for use in critical applications. 

               Thickness     :  2mil, 3mil & 5mil                                                                             
               Width             :  From 14mm upwards
               Stretch Ratio :  80% / 100% / 110%                                                                                            
               Our insulating crepe paper confirms to IEC60554-3-3 Type 3.2 specifications.

2. Epoxy Diamond Dotted Paper (Double Side) : It is made from insulating press paper, partially coated with epoxy resins on both sides 
and dried. It facilitates firm bonding with conductor, sufficient to prevent displacement of winding layers due to vibrations. The 
advantage lies in internal strengthening of coil due to adhesion to conductor providing passage for quick evacuation to air and 
moisture thereby minimizing the risk of partial discharge.

              Thickness       :  3mil, 4mil, 5mil & 10mil
              Width             :  From 40mm upwards
              Our epoxy diamond dotted paper confirms to IEC60554-3-5 class 5B2 H1 specifications.

3. Insulating Kraft Paper : One of the prime insulating material used for covering conductors. Its high purity, mechanical & di-electric 
strength is most appropriate in conductor  covering and inter layer application in transformers.

              Thickness       :  2mil, 2.5mil, 3mil, 4mil & 5mil
              Width             :  As per customer requirement.
              Our insulating kraft paper conforms to IEC60554-3-5 class 5B2 H1 specifications.

4. Insulating Pressphan Paper : It is characterized by natural brown colour, high purity, medium density and very high oil absorption 
enabling its usage as interlayer insulation in transformer, motor and capacitor applications.

              Thickness       :  10mil & 20mil
              Width             :  From 40mm upwards.
             Our Insulating Pressphan Paper have been tested as per IEC 60641-2 guidelines.  

Insulating Crepe 
Paper

Epoxy Diamond 
Dotted Paper

Insulating Kraft
Paper

Insulating Pressphan
Paper

INSULATING PAPER PRODUCTS



Ph.+91-141-2587255 Mobile : +91-8107449293
Email : marketing@pristinetech.in

Ph. +91-33-22353183 Mobile : +91-9748792978
Email : info@pristinetech.in

Our Grades of Rubberised Cork Gaskets
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